SAFETY LIMIT CONTROLS: 


The Limit controls, located in the control panel, limit ae low and upper 
ranges of temperature in the chamber in the event of mal: unction of refrig- 
eration or lighting system. You were instructed to set the low limit at 

35° F. and the high limit at 110° F, when first starting your chamber. 

After the chamber has reached the setting of the temperature controller, the 
limit controls should be ve-adjusted. The high limit control should be set 
109 F. above the highest temperature setting and the low limit control should 
be set 10° F, below the Lowest temperature setting of your temperature program, 


AMBIENT OR NIGHT HEATER: 
at eth 


USES: An ambient or night heater is provided to automatically add heat to 
the chamber when required due to varying photoperiods and ambient temperature, 
An' example of the use of the heater is the ability of the chamber to reach 
110° F, with all lights off. 


SUGGESTED MAINTENANCE: 


Preventative maintenance is your best insurance for years of satisfactory, 
uninterrupted service. Set up a program with a competent commercial 
refrigeration service man to check your chamber regularly - every six months 
should be. adequate. 


Accegs to most of the refrigeration condensing unit components can be made by 
removing the expanded grille at the rear of the unit compartment. Front and 
side metal panels can be removed for access to unit. 


Access to the remaining refrigeration components -~ expansion valve, fan motors 
coils, etc., is through the interior of the chamber, Remove the sheet metal 
screws retaining the interior left hand bottom pan in the chamber and remove 
pan. It is also necessary to remove the louvered assembly in the left hand 
compartment, 


To maintain maximum reflectivity of the interior surface of the chamber, clean 
walls and lamp banks regularly with a mild, non-abrasive detergent. 


Humidity valves and filters should be cleaned monthly. If available water 


has high percent of solids, install a 40 mesh filter in supply light before 
humidifier. (Applies to chambers with humidity control systems ONLY. ) 
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